BELL-SET No.44 (MK2)
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POSITION OF APPARATUS
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SWITCHING
KEY POSITION :— SPEAK TO EXTENSION. SPRING SETS 1,3&4
QPERATED & 2 RELEASED
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APPARATUS SCHEDULE
CODE | TEM a1y,
BT Block, Terminal No.20/12 1
BZ Buzzer No.30A unmid, 1
1 fndicator No.40134 1
KP4 Key No, 3184 1
kP8 Key No.3188 i
KSi=k Key No.317 1
MR1 Rectifisr, Element No.1/124 1
C1=C
CB-Ci Capacitor, Paper No,7722 2
Ri Resistor, Coil No.15 300n
- Cord, Inst, No.5/19H

ELEMENTS

KEY POSITION=— HOLD EXCHANGE SPEAK TO EXTENSION. SPRING SETS
1 &4 OPERATED, 2&3 RELEASED.
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KEY POSITION.- EXTENSION TO EXCHANGE. SPRING SETS 1,2 & 3
OPERATED & 4 RELEASED.
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NOTE .
FOR SECRECY AGAINST MAIN EXTN
REMOVE STRAPS X. TRANSFER g
STRAPS TO DOTTED POSITION,
INDICATOR I SHOWN NORMAL,
IT OPERATES WHEN EXTENSION

LIFTS RECEIVER. ]'

NCTE:
Bell Set No.uk (MK.1) is fitted with Cipacitor Paper No,7707
(2 +0<5p F).



